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RAST 2.5 connectors, pitch 2.5/5.0 mm

RAST 2.5 connector for direct mating, insulation
displacement technology (IDT), variant with an especially
tight fit on the printed circuit board, alternatively with or
without keying rib and closed sides, for individual
conductors, daisy chain possible

contact pitch 2.5 mm

Approvals: @ C“US
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Environmental conditions

Temperature range

-40 °C/+130 °C'

1 upper limit temperature (insulating body) RTI (electrical) of the UL Yellow Card

Materials

Insulating body
Contact spring

PBT, V-0 according to UL94

CuSn, tin-plated, with lubricant -
3510 (M..S..)V214

Mechanical data

Mating with

Insertion force/contact
Withdrawal force/contact
Keying proposals

printed circuit board 1.5 + 0.14 mm
=40N

=0,5N

at www.lumberg.com &'

Connectable conductors for IDT area

Construction

Section min.
Section max.
Insulation diameter
Approved cables

discrete conductor, notched flat
cable 25 mm

0,22 mm?
0,38 mm?
=16 mm
at www.lumberg.com &'

Electrical data (at Tams 20 °C)

Contact resistance
Rated current

=5mQ

4 A (Toms 60 °C)
2 A (Tan 100 °C)

Rated voltage 32 VAC

Material group llla (IEC)/2 (UL) (CTI = 250)
Creepage distance 0,6 mm

Clearance 0,6 mm

Insulation resistance >1GQ

Associated products

Harnessing equipment

@' HA3.e @ HA35e @ HA35e-CA

@ HA35e-DC @ HA35e-RK @ HA35f

@ HA35f-CA-KC @ HA35f-CA-KC-KT @ HA35f-CA-KC-KT-HV
@ HA35f-HV @ HA35f-KC @ HA35f-KC-KT

@ HA35f-RK @ HA35f-RK-CA @ HA35f-RK-CA-KC

& HA35f-RK-CA-KC-KT & HA35f-RK-CA-KC-KT- &' HZ-M35

@ HZ35 Hz35-K

& KHP35

2 of4

10/2026



https://www.lumberg.com/en
https://www.lumberg.com/en/products/product/3510-6
https://downloads.lumberg.com/kodiervorschlaege/3510-6%20kodierungen.pdf
https://www.lumberg.com/en/products/product/3510-6#kabel
https://www.lumberg.com/en/products/product/HA3...e
https://www.lumberg.com/en/products/product/HA35e
https://www.lumberg.com/en/products/product/HA35e-CA
https://www.lumberg.com/en/products/product/HA35e-DC
https://www.lumberg.com/en/products/product/HA35e-RK
https://www.lumberg.com/en/products/product/HA35f
https://www.lumberg.com/en/products/product/HA35f-CA-KC
https://www.lumberg.com/en/products/product/HA35f-CA-KC-KT
https://www.lumberg.com/en/products/product/HA35f-CA-KC-KT-HV
https://www.lumberg.com/en/products/product/HA35f-HV
https://www.lumberg.com/en/products/product/HA35f-KC
https://www.lumberg.com/en/products/product/HA35f-KC-KT
https://www.lumberg.com/en/products/product/HA35f-RK
https://www.lumberg.com/en/products/product/HA35f-RK-CA
https://www.lumberg.com/en/products/product/HA35f-RK-CA-KC
https://www.lumberg.com/en/products/product/HA35f-RK-CA-KC-KT
https://www.lumberg.com/en/products/product/HA35f-RK-CA-KC-KT-HV
https://www.lumberg.com/en/products/product/HZ-M35
https://www.lumberg.com/en/products/product/HZ35
https://www.lumberg.com/en/products/product/HZ35-K
https://www.lumberg.com/en/products/product/KHP35
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*a  terminated connector
*»  color marking:

3510-6 (M..)S03 brown
*c K =keying (alternatively)

05x30°

min. 5,3

P1, P2 = positioning (alternatively)
*d  example for printed circuit board layout
*e  chaining of the component parts (state of delivery)

*xd

*e

& KHP35-DC @ VARICON 7000-DC &' VARICON 7000-DC-
CR

@ VARICON 7000-Eco &' VARICON 7000-Eco- &' VARICON 7000-Inline

@ VARICON 7000- &P\/ARICON 7000-RD @& VARICON 7000-RD-
Inline-CR CR

@ VARICON 7000-Unica@ VARICON 7000-Versa
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https://www.lumberg.com/en/products/product/3510-6
https://www.lumberg.com/en/products/product/KHP35-DC
https://www.lumberg.com/en/products/product/VARICON+7000-DC
https://www.lumberg.com/en/products/product/VARICON+7000-DC-CR
https://www.lumberg.com/en/products/product/VARICON+7000-Eco
https://www.lumberg.com/en/products/product/VARICON+7000-Eco-CR
https://www.lumberg.com/en/products/product/VARICON+7000-Inline
https://www.lumberg.com/en/products/product/VARICON+7000-Inline-CR
https://www.lumberg.com/en/products/product/VARICON+7000-RD
https://www.lumberg.com/en/products/product/VARICON+7000-RD-CR
https://www.lumberg.com/en/products/product/VARICON+7000-Unica
https://www.lumberg.com/en/products/product/VARICON+7000-Versa
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Designation  Pole Number  PU (Pieces) = MDQ (Pieces) Dimensions
A (mm) B (mm) C (mm) E (mm) F (mm)
3510-6 02 2 4950 4950 25 74 45 445 76
3510-6 03 3 3600 3600 5.0 9.9 70 6.95 101
3510-6 04 4 2700 2700 75 124 95 9.45 126
3510-6 05 5 2250 2250 10.0 149 120 195 151
3510-6 06 6 1800 3600 12.5 7.4 145 14.45 176
3510-6 07 7 1800 3600 15.0 19.9 17.0 16.95 201
3510-6 08 8 1350 2700 17.5 224 195 19.45 226
3510-6 09 9 1350 2700 20.0 249 220 2195 251
3510-6 10 10 1350 2700 225 274 245 24.45 276
3510-6 M 1l 900 2700 25.0 299 27.0 26.95 301
3510-6 12 12 900 2700 275 324 295 2945 326
3510-6 13 13 900 2700 300 349 320 3195 351
3510-6 14 14 900 2700 325 374 345 34.45 376
3510-6 15 15 900 2700 350 399 370 36.95 401
3510-6 16 16 450 2700 375 424 395 39.45 426
3510-6 17 7 450 2700 40.0 449 420 4195 451
3510-6 18 18 450 2700 425 474 445 44.45 476
3510-6 19 19 450 2700 450 499 470 46.95 501
3510-6 20 20 450 2700 475 52.4 495 4945 526

Designation to be completed by further details (e.g. for keying, color or material options).

Packaging:
chained, in a cardboard box
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