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Tools and harnessing machines

Tongs for extending RAST 2.5 Power connector chains
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Range of application

Connector RAST 2.5 Power (3570, 357099,
3575)

Pole number all available

Pitch 50 mm

State of delivery of connectors in chain

Features

Application middle and high volume
production

Scope of functions and delivery - Exclusively as an auxiliary tool for

attaching the next connector chain
at the feeding station of a
harnessing tool or machine, no
terminating function!

- The handle color may vary during
a period of transition.

Dimensions and supply data

Dimensions (H x W x D) 165 mm x 35 mm x 270 mm
Weight ca. 0,8 kg

Associated products

Accessories
@ HA3.e @ HA357e @ HA357e-CA

& HA357f-CA-KC-KT & HZ-M357 & KHP357
@ VARICON 7000-Eco &' VARICON 7000-Eco- &' VARICON 7000-Inline

@ VARICON 7000- &P\/ARICON 7000-RD & VARICON 7000-RD-
Inline-CR CR
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https://www.lumberg.com/en/products/product/HA3...e
https://www.lumberg.com/en/products/product/HA357e
https://www.lumberg.com/en/products/product/HA357e-CA
https://www.lumberg.com/en/products/product/HA357f-CA-KC-KT
https://www.lumberg.com/en/products/product/HZ-M357
https://www.lumberg.com/en/products/product/KHP357
https://www.lumberg.com/en/products/product/VARICON+7000-Eco
https://www.lumberg.com/en/products/product/VARICON+7000-Eco-CR
https://www.lumberg.com/en/products/product/VARICON+7000-Inline
https://www.lumberg.com/en/products/product/VARICON+7000-Inline-CR
https://www.lumberg.com/en/products/product/VARICON+7000-RD
https://www.lumberg.com/en/products/product/VARICON+7000-RD-CR
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Designation Pole Number PU (Pieces) MDQ (Pieces)
HZ357-V - 1 1
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